BARBED WIRE (TYP. FOR ALL APPLICATIONS)

TERMINAL (PULL) POST
LINE POST

OF, GATE HINGE "
LINE POST {86 S 0P GATE HINGE PLUNGER ROD AND LATCH WITH CATE FRAME EXPANSION COUPLING
GATE FRAME (180" SWING) PROVISIONS FOR PADLOCKING GATE POST NE POST 100' MAX SPACING
GATE POST Al LINE TOP RAIL
STRETCHER Eo UNE POST
BAR

LUNE POSTS

BARBED WIRE (TYP. FOR ALL
APPLICATIONS)

POST TOP
TERMINAL (CORNER
OR END) POST

QU002

71 POST AND BRACE TABLE
""""" g DESCRIPTION DIA~INCHES | WT-LBS/FT
)
& LINE POST 3.0 4.65
GATE LATCH
e CATE, LATCH 3 / TERMINAL POST 4.0 6.56
{
o AADLOGKING B STRETCHER \ BRACE END POST 40 6.56
TRUSS ROD
CORNER POST 4.0 6.56
_L PULL POST 4.0 .56
T

GATE FRAMES 20 2.28

2 NSION

ATE HINGE 187MIN. VAR. 3 TENSION WIRE
STRETCHER BAR GATE HING * ON UNEVEN GROUND THIS DIMENSION z GATE POST 40 2.10
(180" SWING) ﬁ,‘ MAY VARY BETWEEN 1" MIN. TO 3" z
107 DIA. MIN, MAX. FOR A MAX. DISTANCE CF &'~0" :a POST FOOTING TOP RAL 1625 1.84
GATE OPENING L 100" MAX. | 10°=0" _MAX. | HORIZONTAL BRACE 1.625 1.84
OPENING
NOTE: SEE DETAIL SHEET FOR SLIDING GATES
PEDESTRIAN GATE VEHICLE GATE PULL POST LINE _POST CORNER OR END POST
NOT 7O SCALE - NOT TO SCALE NOT TO SCALE NOT TO SCALE NOT J0 SCALE
DIA. SAME _AS
GROUND LINE TERMINAL

42" 610 CONCRETE~[”

}— 610 CONCRETE

C 12°DIA. MIN.

(LINE POST) (GATE & TERMINAL POST)

NOTES: X + Y SHALL NOT EXCEED 24°, 30" OR 36",
AS APPLICABLE. WHEN X IS 0 T0O 97, 15", OR
217, Y = 15", AND THE POST SHALL BE SHORTENED
AS REQUIRED. WHEN X EXCEEDS 97, 157, OR 217,

16" DIA. MIN.

(POST IN

REGULAR FOQTING. z

R >
~=

ROCK LEDGE )

FENCE FABRIC

2" MIN
4” MAX

v

EXISTING GROUND LINE

CRUSHED AGGREGATE BASE COURSE -~
COMPACT TO RESIDENT ENGINEER'S SATISFACTION

NOTE: HEIGHT OF FENCE ABOVE GROUND SHALL BE APPROVED
PRIOR TO PLACING AGGREGATE

POST

(ON SLOPES)

5 FENCE LINE
15 E :::._ 5 —a
TERMINAL POST. R.O.W.

WHEN FENCE LINE HAS A CHANGE IN DIRECTION
OF 15° OR MORE, A TERMINAL POST SHALL BE
PLACED AS SHOWN ABOVE.

WHERE ANGLE IS LESS THAN 15° AND EXISTING
CONDITIONS REQUIRE A TERMINAL POST, THEY
SHALL BE PLACED AS DIRECTED BY THE ENGINEER.

(AT CORNERS)
INSTALLATION DETAILS

NOT TO SCALE
1

24"

GENERAL NOTES

1.) PULL POSTS SHALL BE PLACED AT LOCATIONS DETERMINED BY THE ENGINEER.
THEY SHALL BE PLACED AT 660' INTERVALS BETWEEN POSTS TO WHICH THE ENDS
OF THE FABRIC ARE CLAMPED OR MIDWAY BETWEEN SUCH POSTS WHEN THE
DISTANCE IS LESS THAN 1320" AND GREATER THAN 660

2.) TRUSS RODS SHALL BE § ROUND GALVANIZED STEEL ROD WITH GALVANIZED
TURNBUCKLES. THE ZINC COATING SHALL NOT BE LESS THAN 1.2 OUNCES PER

SQUARE FOOT OF SURFACE.

3,) "H” SECTION STRUCTURAL SHAPE AND SQUARE TUBULAR PIPE SHALL NOT BE

ALLOWED.
36"

¥ SHALL BE DECREASED CORRESPONDINGLY. _— — -
2 1/2° .
FOOTING DETAILS AGGR. BASE DETAIL 4 o
T TONE NOT TO SCALE FO ASSISTANCE TTEN TION Em/s X 3/4%| WHITE VINYL
2 . 2 X 1/4" WHITE WNY}-———j 11/27 TP 1.3/4" ' N
2 (rck) o| " |PRESS INTER-COM BUTTON| DO “NOT LEAVE UNTIL
TENSION 11/2" X 1/4" WHITE VINYL| —] 2 {1/2" X 7/16" WHITE VINYL
pOST . f
FosT e Pt (rPicaL) n i, & GATE IS FULLY CLOSEDMMT
oRoune LA oo SEELS. T VIOLATORS SUBJECT TO
BRRETEE oo s
s S N —~ 7 ! C TIE SPACED 4
8 to 10’—/;1j i e LEDGE OF IMPERWOUS 2 oo MAX‘A(TYR) KNUCKLED SELVAGE LOCATION: EAST SIDE OF GATE NO. 2 FINE ND / OR PENALTIES
5 MIN. DIA. J 46 SOLID, BARE) MATCH ENTRANCE ROAD SIGNS AND COLORS - ‘
coppes (%ABT_/ COPPER WIRE STRETCHER INSTALL ON EAST SIDE OF FENCE NEAR GATE A
205 WiERAL. @ Yol s S Vs LN A1 M TSI SR T e
Al
(STANDARD) (COUNTERPOISE -~ ALTERNATE) POST ~——_| ABRIC om PIPIE | 24" | | & |
PROTECTIVE ELECTRICAL GROUNDS RA ! | . |
NOT T0 SCALE g (FABRIC TO PIPE) ELE
FABRIC TE% IT,.PUSH BUTTON —— WHITE
STRETCHER -
BAR BAND \/ 2" X 1/47 WHITE VINYL| — 1 1/2 TYP. RESTR'CTED
SPACED 14" (TYPICAL)
-G MAX. gorToM ON PANEL AT LEFT .
e ® | & PULL GATE OPEN | ; AREA
i3 - ULL : —
N » "
FABRIC TIE SPACED REED OR K E E P O U T 21/27 X 3/8" RED
oUTWARD (STRETCHER BAR TO POST) AT 24¢-C MAX (T7) KNUCKLED SELVAGE I
(FABRIC TO TENSION WIRES) 14 T A ,
FASTENING METHODS v w————— 6 FENCE REGUIRES ONE. SION PLAGED ON THE INSDE
LINE POST NOT TO SCALE MATCH ENTRANCE ROAD SIGNS AND COLORS NOTES: 1) 0.08 GA. ALUMNUM SHEET
DELETE "& PULL GATE OPEN” FROM SIGN AND 2 SIGNS AND INSTALLATION SHALL BE INCIDENTAL
INSTALL ON WEST SOE OF FENCE NEAR GATE 0 THE UNIT PRICE BID FOR CLASS € FENCE~10'
TEXT TO BE DETERMINED BY MAA.
BARBED WIRE ARM DETAIL %IT(TEOI;ICALEDETAILS
NOT 70 SCALE
IL. PROJ: MLI -~ 3638 AIP PROJ: 3—-17—-0068~58
REVISIONS PLOTING SCALE: 17 = 1 U McCLURE SHEET NO.
FENCE DETAILS
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